Anotace prednasky:

Skryte pasti a nastrahy pfi vazani bremen

Jirka Ohnutek

Predmeétem této prezentace je uvedeni posluchace do temnych zakouti v oblasti navodud k pouziti,
norem a reality pouzivani vazaci techniky s konkrétnimi ptipady v CR.

MnoZstvi starosti je znacné, proto je cileno na uvédomeéni se stavajici situace ohledné vazaci
techniky a uchazec¢um je nabidnutd cesta pro samostatné uvazovani a zorientovani se v profesnim

Zivoté vazani bremen.

Roz&ifeno o vlastni zkugenosti a zazitky z vyéetfovani nehod a spoluprace s OIP, TICR, FBI.

V Zavisicich 04.08.2025 Ohnutek Jifi
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ANCHORED CHOKI_ER Always consider ! " |

Angle of Choke !
and the effect !

g the Load Properly

g Do not carry out dangerous hy

\\' or less A

Improper hooking
position of the lifted
load or the sling
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— « Siings in a baskat hitch should have the load balanced 1o
‘=wortant Safety Information provent

+ T sling shall b hitched in & manner providng control of
o ~“ and Follow the load.

~ noplicable to alioy chain * Nevor side load, back load, o tip load a hook.
“Grada 10(100) o Amays make suro tho hook supports the load. Tho latch

© MUSt HIOr SUpport o load.
Q. Read and understand Crosby hook and hook latch
~~< and Application Instructions.
“gs with angles greater than 90 degrees,
10 link such as a master knk of boll type
the legs of the skings. The intermediate
175 d over the hook 1o provide an in-ne load
# approach must also be used when using
# Of MOr® logs.
1ain sings in choker
o Working Load Limit must
¥ 20%. Crosby recommends

* Shock Ioa.,, ') 1 angle s
In account When se.. d ding rated WLL can bo ublized.

* See OSHA mlc\ts\zuldm for Siirw,. Aning applications, a 20% reduction of the Working
830.0-SL ANSVASME B30.10-rw. imit s roquired axcopt when using the Crosby
ASME 83026 "RIGGING HARDWARE for adam... 8 Cradlo Grab Hooks, S-1311 Chain Shortenor Link,
information. +1356 chan choker hock in conjunction with the

ASME B30.0 requiras a designated person inspect each new .25 chain coople link, of the Crosby ELIMINATOR®

sling and attachments prior to initial use, as woll as tho user or shortener link. They can be used without any reduction 10

other designated porson perform a visual inspection on a siing the Working Load Limit

each day it is used. In addion, a periodic inspection shallbe ~ »  Slings should always be protected from being damaged by
performed by a designatod porson af least annually, and shal sharp corners.

maintain a record of the last inspection. For further inspection * Slings shoulkd not be dragged on the Soor or over
information, see Chain Inspection section of this document, o abrasive surtace.

rofor 1o ASME B30.9-19, Chain sling links should not bo twisted or kinked.
CAUSE FOR REMOVAL FROM SERVICE + Slings should not be pulled from under loads if the load is

A sling shall be removed from service # any of the following nesting on the sling.

aro visible on chain or attachments: Slings that appear 10 bo damaged should not bo used

* Wisar, nicks, cracks, breaks, gouges, stretch, bend, weld

e Crosby Group LLC ?




